19970925.ba v01_n694.bam.970925 v01_n695.bam.970925 


>From ???@??? Thu Sep 25 09:33:42 1997 

Message-Id: <199709250502.AAAQ5293Q@sco.theporch. com> 
Date: Thu, 25 Sep 1997 00:02:29 CDT 

Subject: BOATANCHORS digest 1694 


BOATANCHORS Digest 1694 
Topics covered in this issue include: 


1) IF in early Halli S20R? 

by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
2) Re: U-boat D/F 

by jproc@bellglobal.com (Jerry Proc) 
3) HRO-Type Dial Note....... 

by "Tom R. Rice" <tomrice@netcom. com> 
4) RE: R390A Replacement Tags--Source 

by "Tom Bridgers" <Tarheel6@classic.msn.com> 
5) re RA17 Racal receivers 

by BEN NOCK <G4BXD@compuserve.com> 
6) Re: #44 VS 447 

by Bob Roehrig <broehrig@admin. aurora. edu> 
7) National Receiver Information 

by arc5@ix.netcom.com 
8) WANTED TO BUY: RBM MANUALS 

by arc5@ix.netcom.com 
9) Mystery Receivers 

by arc5@ix.netcom.com 
10) Re: Bug Weights? 

by Jeffrey Herman <jeffreyh@hawail.edu> 
11) Nixie Freq. Counter 

by kazott@juno.com (ott kazott) 
12) FS: Manuals 

by Bob Rolfness <rsrolfne@atnet.net> 
13) QSX mod needed for HW-101 

by Dave Hockaday <teara@ipass.net> 
14) Pierson-DeLane 

by Brian Bjerkelund <brianbj@compuserve.com> 
15) Re: WTB: MIT Radiation Laboratory Series 

by Tom Kelly <tjkelly@apk.net> 
16) Re: Bug Weights? 

by Dick Dillman <ddillman@igc.apc.org> 
17) L4 source of Bristol tools 

by "Jim Zellmer" <zellmer@raccoon.com> 
18) Re: IF in early Halli S20R? 

by vancleef@netcom.com (Henry van Cleef) 
19) Bristol wrenches 


by Scott Robinson <spr@earthlink.net> 
20) Re: #44 VS #47 

by vancleef@netcom.com (Henry van Cleef) 
21) Re: BOATANCHORS digest 1693 

by Jderm740@aol.com 
22) Re: BOATANCHORS digest 1693 

by Jderm740@aol.com 
23) U boats/Rcvr Radiation 

by FRANKK6NL@aol.com 
24) Re: SX-28 question 

by vancleef@netcom.com (Henry van Cleef) 


Date: 24 Sep 1997 11:13:11 -0500 

From: "A. B. Bonds" <ab@vuse. vanderbilt .edu> 

To: boatanchors@sco.theporch.com 

Subject: IF in early Halli S20R? 

Message-ID: <1997Sep24.111312-0500@spike.vuse. vanderbilt. edu> 


So I was messing with the S20R From Hell (a legacy from our friends at 
Surplus Sales of Nebraska) last night and still can't get it quite 
right. This is from very early production, has uninsulated 

power resistors (dot code). When I first got it the IF frequency 
seemed quite low, on the order of 435 kHz. So I cranked it all up and 
realigned the IF section, but now I can't get the dial to read even 
remotely correctly. When I try to adjust the trimmers/padders, the 
end points don't come close even with the trimmers cranked all the way 
in. 


I'm beginning to feel I shoulda left well enough alone. OK, folks, 
here's an opportunity for opinion: Should I go back to 435 (or so) 
KHz? Did Halli use a different frequency in earlier models? 


73 A. B. Bonds 


Date: Wed, 24 Sep 1997 12:34:30 -0400 

From: jproc@bellglobal.com (Jerry Proc) 

To: carruth@swbell.net 

Cc: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: U-boat D/F 

Message-ID: <34294116.BE9@bellglobal.com> 


Lenox Carruth wrote: 
> 


John, 


This was a "just in case" precaution. There is no record of any ship 
submarine DFing another ship from local oscillator radiation. 


Hi Gang, 


We had a thread about radiation from receivers a while back and I would 
have to agree with Lenox. In my research, I ran across cases where old 
merchant ships that were in convoy had to keep their regenerative 
receivers turned off when radio silence was observed. It was believed 
that some of the regen sets that lacked RF amplifiers MIGHT emit enough 
RF to be detected at short distances. In view of the fact that hams use 
QRP rigs effectively, one cannot dismiss that fact that on occassion it 
might have been possible to DF a regenerative receiver at short distance 
under ideal conditions. 


Regards, 

Jerry Proc VE3FAB 
jproc@bellglobal.com 

HMCS HAIDA Naval Museum, Toronto Ont. 


Date: Wed, 24 Sep 1997 09:42:57 -0700 (PDT) 

From: "Tom R. Rice" <tomrice@netcom. com> 

To: boatanchors@sco.theporch.com (boatanchors list) 

Cc: glowbugs@www.atl.org (free glowbugs) 

Subject: HRO-Type Dial Note....... 

Message-ID: <199709241642 . JAA10912@netcom18.netcom. com> 


Some recent requests for info on the famous HRO-type 
dial units impel me to offer the following source: 


Bill Fizette, W2DGB, has written a number of articles 
in the magazine "Old Timer's Bulletin" which describe 
the National PW/NPW dials and condenser assemblies. 


Check out OTB, August, 1994, page 17 and OTB, November, 
1995, page 8, both parts of Bill's continuing series 
of "National Notes", et al. 


(The OTB is the official journal of the Antique Wireless 
Association, to which any right-thinking person should 
belong. Send $15 US to the Secretary, Joyce Peckham, 


or 


Box E, Breesport, NY 14816. Phone: 607-739-5443 
Fax: 607-796-6230. 


Orders for back issues of OTB may be placed with 
Debbie Roloson, 2 Walnut Place, Apalachin, NY 13732 
Phone 607-625-3031.) 


(I don't do disclaimers) 


Hopefully this will help save as many of those neato 
dials as possible. Good Luck! 


73 de WB6BYH 
"Start off every day with a smile and get it over with." --W.C.Fields 
Tom R. Rice 
tomrice@netcom.com 


Date: Wed, 24 Sep 97 06:03:28 UT 

From: "Tom Bridgers" <Tarheel6@classic.msn.com> 

To: boatanchors@theporch.com 

Subject: RE: R390A Replacement Tags--Source 

Message-ID: <UPMAILO9.199709241701010267@classic.msn.com> 


Fellow Anchorites- - 

I've also purchased several tags from Tom. They are first-rate in every 
respect. They have been precision made, and the 4 holes line up perfectly. 
Tom (N50FF) also had his tags checked out and approved by Collins Radio. So 
you can rest assured that these tags are vetted from that perspective. 

73's 
Tom KE4RHH 


Date: Wed, 24 Sep 1997 13:03:40 -0400 

From: BEN NOCK <G4BXD@compuserve.com> 

To: Multiple recipients of 1 <boatanchors@sco.theporch.com> 
Subject: re RA17 Racal receivers 

Message-ID: <199709241303_MC2-21AB-DBD2@compuserve. com> 


>Been watching the thread re valve wirelesses. Ideal for warming the shac= 
k. 
>Main rx here is a Racal 17 circa 50 years old, as used by the BBC world 


>service for monitoring all you foreign chappies. Has a temperature 


>Current going price for one of these here in the UK is still up to $650 
for 


These can be bought for 100 to 150 quid, ie $160 to $240, = 


at the rallies I attend ! 


cheers, Ben G4BXD. 


Date: Wed, 24 Sep 1997 12:32:20 -0500 (CDT) 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

To: Bob Reynolds <breynold@sigg.com> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: #44 VS #47 

Message-ID: <Pine.ULT.3.96.970924122829 .21734A-100000@admin. aurora. edu> 


On Wed, 24 Sep 1997, Bob Reynolds wrote: 


> I have replaced the #44 pilot bulbs (6.3v @ 250 ma) with 
> 447 bulbs (6.3v @ 150 ma) to reduce the drain on the 

> transformer of on an old S-85 receiver. No changes in the 

> filament voltage was noted and the glow is the same. Are there 
> any long-term problems with this change (200 ma less filament 

> drain) I should worry about ? 


No problem at all. I can't remember the last time I used a 44 lamp. 
In some cases I also add a low value resistor in one of the lamp 
leads to drop the voltage. Even a 1/2 volt drop can greatly extend 
lamp life. 


Other than not wanting to make current drain higher on a transformer 
by going the other way, or subbing some other type of higher current 
lamp, the only other lamp precaution I can think of is in the case 
of AC/DC sets where the lamp is across a tap on the rectifier tube 
filament, such as with a 35Z5. Use the proper lamp there. 


E-mail broehrig@admin.aurora.edu 73 de Bob, K9EUI 


CIS: Data / Telecom Aurora University, Aurora, IL 
630-844-4898 Fax 630-844-5530 


Date: Wed, 24 Sep 1997 12:42:40 -0500 (CDT) 
From: arc5@ix.netcom.com 

To: boatanchors@sco.theporch.com 

Subject: National Receiver Information 
Message-ID: <1997924115842428145@> 


Thanks to everyone who wrote about the nice, clean 
National receiver and the helpful insights on getting 
the PW knob working again. 

It's very nice condition and I'm looking forward 

to getting it going. Got a nice black wrinkle cabinet 
for the big'ol thing, too. 

Any other information you have would be helpful. 


Question: This rig has internal covers that were 
meant to go on it while it was in a 19" rack. 

I have the 19" cabinet for it now, so should 

the internal covers be removed? 


The tags on this National receiver say: 


(small tag 1, above tag 2) 
CONTRACTOR 
WESTINGHOUSE ELECTRIC AND MANUFACTURING CO. 
ORDER # 38-2833 DATE OCT 1, 1937 


(tag 2) 


COMMUNICATION RECEIVER 
MADE FOR 
DEPARTMENT OF AIR COMMERCE 
TYPE RCE ORDER (blank) 
SERIAL # 187 
NATIONAL COMPANY, INC. 
MALDEN, MASS 


TNX ES 73 DE Dave Stinson AB5S 
arc5@ix.netcom.com 


Date: Wed, 24 Sep 1997 12:43:13 -0500 (CDT) 
From: arc5@ix.netcom.com 

To: boatanchors@sco.theporch.com 

Subject: WANTED TO BUY: RBM MANUALS 
Message-ID: <19979241117145705@> 


Wish to purchase original RBM receiver set manual. 
Any paper, pamplets, instructions books, maint. 
manuals etc. Prefer original. 


73 DE Dave Stinson AB5S 
arc5@ix.netcom.com 


Date: Wed, 24 Sep 1997 12:50:50 -0500 (CDT) 
From: arc5@ix.netcom.com 

To: boatanchors@sco.theporch.com 

Subject: Mystery Receivers 

Message-ID: <1997924124949412382@> 


Anyone know about these fixed-freq, obviously 
air control tower receivers. They look very 
"National" to me. The tags say: 


(small tag above) 
3117.5 Khz 


(larger tag) 
HF FIXED-TUNED RECEIVER 
MADE FOR 

DEPARTMENT OF COMMERCE 
CIVIL AERONAUTICS ADMINISTRATION 
TYPE RHZ CONTRACT Ccai5856 

SERIAL # 35 
COMMUNICATIONS EQUIPMENT CORP. 
PASADENA, CALIFORNIA- USA 


Another for 3105 KC says CONTRACT # 232876 
and is serial # 1048. 


Anyone know if National built these for someone? 


73 DE Dave Stinson AB5S 
arc5@ix.netcom.com 


Date: Wed, 24 Sep 1997 09:09:19 -1000 


From: Jeffrey Herman <jeffreyh@hawaii.edu> 

To: Ken Gordon <keng@UIDAHO.EDU> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Bug Weights? 

Message-ID: <Pine.GS0O.3.95q.970924084926 .5873B-100000@uhunix5> 


On Wed, 24 Sep 1997, Ken Gordon wrote: 
> All Macs I have seen or read of came from the factory with only ONE 
> weight. Minimum speed was about 20 WPM. You can use either the clothes-pin 


True, but you can still send slower than that (character speed is 20 but 
sending speed [with long duration spaces between letters and words] can 
be as low as 1 WPM). 


(WPM = word per millennium) 
73, Jef£ KH2PZ / KH6 


P.S. I'd like to invite all CW enthusiasts to subscribe to the 
CW list; it's really gotten popular now - discussions include 
topics such as history, and wire telegraphy. To sub, send an 
email to majordomo@qth.net, and only write subscribe cw 

and you'll be hooked up. 


Date: Wed, 24 Sep 1997 16:17:31 EDT 

From: kazott@juno.com (ott kazott) 

To: boatanchors@theporch.com 

Subject: Nixie Freq. Counter 

Message-ID: <19970924.161840.12567.1.kazott@juno.com> 


Hi Folks! 


Well, Jack sez the "ME-165 Bezel" multiple post problem from the recent 
past is fixed so here goes another try... 


Wondering if anyone might have information and/or the service/operators 
manual/manuals for the following equipment: 


Transistor Specialties Frequency Counter 


Its military numbers on the front panel are: 
CP-929 USM-245A 


Its military numbers on the rear panel are: 
AN/USM-245A Counter, Electronic, Digital Readout 


Tnx, Ott 


Date: Wed, 24 Sep 1997 14:57:06 -0700 

From: Bob Rolfness <rsrolfne@atnet.net> 

To: Boatanchors list <boatanchors@sco.theporch.com> 
Subject: FS: Manuals 

Message-ID: <34298CB2.12AE@atnet.net> 


Greetings - The costs below are plus postage. 


T™ 11-866 RADIO RECEIVERS BC-779A,-B; BC-794-A,-B; BC-1004-B,-C,-D, 
and R-129/U 


POWER SUPPLY UNITS RA-74-B,-C; RA-84-A,-B and RA-94-A 
RADIO SETS SCR-244-A,-B; SCR-704; and AN/FRR-4 
(HAMMARLUND SUPER PRO RECEIVER) 


Dept. of the Army Feb 1948 
with change 1, May 1949 and 
Supplement 7 April 1952 
Excellent Condition - $20 


TM 11-957 RECTIFIER RA-87 
War Department June 19, 1943 
Excellent Condition - $10 


T 11-5820-474-14 OPERATORS, ORGAINIZATIONAL, DIRECT SUPPORT, 
GENERAL SUPPORT MAINTENANCE MANUAL 
RADIO SET AN/GRC-109 
Dept. of Army 18 May 1962 
with changes 4 though 6 
New Condition - $20 


NAVSHIPS 91931 INSTRUCTION BOOK for RADIO SET AN/URC-7 
U.S. Coast Guard 28 Nov. 1951, 
with change 1 28 Nov 1952 
Excellent Condition - $10 


PHILCO TRANING MANUAL for RADIO RECEIVER BC-639A 

Philco Service 1950 96 pages 

[Lecture, experiment, and student notes for 
a course on the BC-639 & SCR563/4] 

Tape and couple marks on soft cover - 


INSTRUCTIONAL MANUAL for CLEGG 22ier 
Squires-Sanders, Inc. 
Excellent Condition , marks on cover - $10 


HANDBOOK - OPERATION AND SERVICE INSTRUCTION RADIO SET AN/URC-4 
Air Force 10 Aug 1950, Revised 5 Feb 1953 
with SUPPLEMENT Bureau of Ships Maintenance 


Parts June 1954 
Very good condition - $10 

THE RADIO HANDBOOK - 16th edition 1962, by Bill Orr W6SAI 
Editors and Engineers, Hard cover, 806 pages 
Excellent Condition - $20 


REFERENCE DATA FOR RADIO ENGINEERS - 5TH EDITION 
IT&T / HOWARD SAMS 1970 Hard cover 
Excellent Condition several small tears on 
dust jacket - $20 


73's Bob W7VZX 


Date: Wed, 24 Sep 1997 18:02:53 -0400 (EDT) 

From: Dave Hockaday <teara@ipass.net> 

To: boatanchors@theporch.com 

Subject: QSX mod needed for HW-101 

Message-ID: <199709242202 .SAA26930@passport.ipass.net> 


I'm trying to locate the modification info for adding RIT or XIT to 
the HW-101. Does anyone have this info? 


Thanks, 

Dave WB4IUY 
wb4iuy@ipass.net or 
teara@ipass.net 


Date: Wed, 24 Sep 1997 19:09:23 -0400 

From: Brian Bjerkelund <brianbj@compuserve.com> 

To: BOATANCHORS <boatanchors@theporch. com> 

Subject: Pierson-DeLane 

Message-ID: <199709241909_MC2-21BA-5286@compuserve. com> 


I'd like to thank everyone who responded to my question about my friends'= 
new radio....he was so impressed with the response, he's joining the list= 
on his own. 

73 es tnx to all, 


Brian, KC7ZDA 


Date: Wed, 24 Sep 1997 20:05:31 -0400 

From: Tom Kelly <tjkelly@apk.net> 

To: boatanchors@theporch.com 

Subject: Re: WTB: MIT Radiation Laboratory Series 
Message-ID: <3429AACB.14C3@apk.net> 


Jack, 


ARC, 508-371-0512, http://www.antiqueradio.com , sells reprints of the 
Rad Lab texts. 


Tom 


Tom Kelly 
Novelty, Ohio (east of Cleveland) 


mailto:tjkelly@apk.net 


Date: Wed, 24 Sep 1997 17:19:39 -0700 (PDT) 

From: Dick Dillman <ddillman@igc.apc.org> 

To: Ken Gordon <keng@uidaho.edu> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Bug Weights? 

Message-ID: <2.2.16.19970924171716.1bf£723ec@pop.igc.org> 


At 03:27 AM 9/24/97 -0700, Ken Gordon wrote: 


>All Macs I have seen or read of came from the factory with only ONE 
>weight. Minimum speed was about 20 WPM. You can use either the clothes-pin 
>trick, or do as I did about 30 years ago and melt a LARGE amount of solder 
>on the outward-facing face of the weight, or you can have another weight 


>made from brass stock by a machinist. 


I think I'll go for the last option as with the one weight on there now the 
speed is well above 20! 


73, 


Dick 


Dick Dillman 
<ddillman@igc.apc.org> 
WPE2VT W6AWO 
Collector Of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


Date: Wed, 24 Sep 1997 20:08:59 -0500 

From: "Jim Zellmer" <zellmer@raccoon.com> 

To: "boatanchors digest" <boatanchors@sco.theporch.com> 
Subject: L4 source of Bristol tools 

Message-ID: <199709250044.TAAQ7272@slip1.raccoon.com> 


There was someone on the list in the last couple of weeks who listed a 
source 
for a set of Bristol wrenches. Does anyone still have that information? 


73 ES GOD BLESS U ES URS 


JIM ZELLMER, KAOVSL 


Date: Wed, 24 Sep 1997 19:01:49 -0600 (MDT) 

From: vancleef@netcom.com (Henry van Cleef) 

To: ab@vuse.vanderbilt.edu 

Cc: boatanchors@theporch.com 

Subject: Re: IF in early Halli S20R? 

Message-ID: <199709250101.TAA28872@netcom15.netcom. com> 


As A. B. Bonds discourses 

> 

> When I first got it the IF frequency 

> seemed quite low, on the order of 435 kHz. So I cranked it all up and 
> realigned the IF section, but now I can't get the dial to read even 

> remotely correctly. When I try to adjust the trimmers/padders, the 


> end points don't come close even with the trimmers cranked all the way 
> in. 

> 

(Hallicrafters S-20R). I've never seen an IF that low---typical 

numbers in the mid-late 30's were 455, 456, and 465 Kc. This is from 

a 1934 RMA standard reserving 450-470 KC. for IF frequencies. 


One thing to keep in mind about Hallicrafters: they bought their 
components very aggressively. The various manufacturers designed 
their IF's around specific frequencies, and delivered them pretuned. 


I assume these IF's are tuned with compression mica caps. "Midrange" 
on one of these caps is about 1 to 1-1/4 turn loose on the screw. 3 
turns loose is about the minimum capacitance. 


Some things to check: 


1. Signal generator calibration. The 2nd Harmonic of 455Kc. falls 

on the broadcast dial at 910. Check against a KNOWN radio station 

near that frequency (you can trust 20-30Kc delta frequency). A 

crystal and WWV check are much better. However, IF's are not critical 
if you are within a percent or two, as long as they are the same 
(Hammarlund owners---watch out----the SP's and big HQ's used overcoupled 
IF that have to be tuned for bandpass, not peak). 


2. As I recall, the main dial is correct when the bandspread is at 
MINIMUM capacitance. 


3. Check the mechanical positioning of the tuning dials on the 
shafts. They should be centered---i.e., there should be an equal 
amount of "off-end" at either end of the mechanical travel. 


4. The lower bands have low end adjustments (slugs/padders) as well 
as high end trimmers. I think the 3rd band is "fixed" at the low end. 
Get that one set at the low end first. 


5. The appropriate places to check tracking are about 10% 
mechanically from each end of tuning cap travel, and at the middle. 
See Langford Smith's discussion on tracking in Radio Designer's 
Handbook 3rd edition. 4th edition has the same material. 


The presence of body-end-dot markings on resistors doesn't mean "old" 
in terms of the S20R's production life (1940-45, as I recall). These 
markings were still being applied by manufacturers in the 1942-3 
period. 


Hank van Cleef 


Date: Wed, 24 Sep 1997 18:09:20 -0700 

From: Scott Robinson <spr@earthlink.net> 

To: boatanchors@theporch.com 

Subject: Bristol wrenches 

Message-ID: <3429B9CO.F1266157@earthlink.net> 


Folks, 


>From experience I will tell you that a set of little L-shaped Bristol 
wrenches is a pain for R-390A work. The $10 for an Xelite handle and 
the appropriate 4 inch long plug-in Bristol tool is VERY well spent. 
You only need one size ‘cause, as the saying goes, it fits all. 


The handle is Xcelite 99-1 (Tecra-Tool # 14188) 


The 0.096 inch 6 flute Bristol blade is Tccra-Tool # 14184; I don't know 
the Xcelite number. 


BEWARE: I have done the Bristol size from memory. It's either this 
size 

or 0.072 inch, but it's 6 splines for sure. Someone please verify 
which... 


Their phone number is 1.800.284.0808. They have no minimum order. Thes 
two pieces cost together about 8 bucks, and they will add at least 5 
bucks shippng and handling. Two persons ordering together is mo' 
betta’. 


Scott Robinson 
spr@earthlink.net 


Junque is GOOD for you! 


Date: Wed, 24 Sep 1997 19:20:10 -0600 (MDT) 
From: vancleef@netcom.com (Henry van Cleef) 
To: breynold@sigg.com 

Cc: boatanchors@theporch.com 

Subject: Re: #44 VS 447 


Message-ID: <199709250120.TAAQ0444@netcom15.netcom. com> 
As Bob Reynolds discourses 


Hi BAers 

I have replaced the #44 pilot bulbs (6.3v @ 250 ma) with 
#47 bulbs (6.3v @ 150 ma) to reduce the drain on the 
transformer of on an old S-85 receiver. No changes in the 
filament voltage was noted and the glow is the same. Are there 
any long-term problems with this change (200 ma less filament 
drain) I should worry about ? 


VV VV VV VV WV 


If you're happy with the light output of the 47's, fine. They do 

put out substantially less light than 44's. I have two sets (a Pilot 
AM-FM tunexr/phono preamp and a Magnavox console) that use edge-lit 
glass indications where a 47 is too wimpy to light things properly. 
Behind plastic dials, a 47 is a very good idea to reduce discoloring. 


AA5's/6's with 35Z5/35W4 typically use a 47 in parallel with the short 
section of the rectifier heater as rectifier plate impedance. This is 
the only application I can think of where a 44 will upset the circuit; 
I can't think of a vice-versa, although sets with ballast tubes or 
line cord resistors should stick with the specified bulb. Short 47 
life in an AA5, where the rectifier heater is not open, is a sign that 
the coupling cap to the output tube grid is leaking, pulling the grid 
up and causing the tube to draw excess current. Typical bias ona 
50L6 is about 8 volts thru a 150 ohm cathode resistor, with no bypass 
cap (most common AA5 circuit). If it is much more than that, the tube 
is drawing excess current. Since this is most of the DC usage in the 
set (12SA7 and 12SK7 take about 11 ma. each cathode current; 12SQ7 is 
about 1 ma.) problems in the 50L6 circuit (or 7-pin equivalent) can 
cause troubles in the power supply. Watch for this. 


Number 1847 is a "long-life" 47. I use them rather than 47's, as they 
really do last a long time. Slightly less light output, but generally 
satisfactory in 47 applications. 


Date: Wed, 24 Sep 1997 22:16:07 -0400 (EDT) 
From: Jderm740@aol.com 


To: boatanchors@theporch.com 
Subject: Re: BOATANCHORS digest 1693 
Message-ID: <970924221443 420596280@emout11.mail.aol.com> 


Hi one and all 

On the subject of DFing ships and subs in WWII try finding a book titled "The 
Tenth Fleet" by Ladslo Farago. I doubt you can buy this one anyplace but a 
large library might have a copy. A very interesting disertation on the 
subject search and destroy. 

Jack 


Date: Wed, 24 Sep 1997 22:26:50 -0400 (EDT) 

From: Jderm740@aol.com 

To: boatanchors@theporch.com 

Cc: rsolomon@systems.textron.com 

Subject: Re: BOATANCHORS digest 1693 

Message-ID: <970924222250 844415933@emout11.mail.aol.com> 


Hi Dick 
Fair Radio has manuals for this generator but if they don't have any more I 
can make you a copy of the schematic in my manual. 


Jack 


Date: Wed, 24 Sep 1997 23:12:56 -0400 (EDT) 

From: FRANKK6NL@aol.com 

To: boatanchors@theporch.com (multiplerecipientsoflist) 
Subject: U boats/Rcvr Radiation 

Message-ID: <970924222852 844423953@emout18.mail.aol.com> 


I was an ASW ( Anti Submarine Warfare ) officer in WW2. The idea of U boats 
using rcvr radiation to locate a ship was absolutely ridiculous but it sure 
was publicized and many believed faithfully in that shibboleth. An U Boat 
could get far more useful information from propeller sounds than wasting its 
time on the surface scanning the BC or HF band for signals that might or 
might not be those from a rcvr LO. They had very good sound gear and that 
worked on the surface or submerged !!! Too bad we can't ask Adm Doenitz for 
his opinion. 


Frank K6NL 


Date: Wed, 24 Sep 1997 19:46:03 -0600 (MDT) 


From: vancleef@netcom.com (Henry van Cleef) 

To: w2ec@VNET.IBM.COM 

Cc: boatanchors@theporch.com 

Subject: Re: SX-28 question 

Message-ID: <199709250146.TAAO2915@netcom15.netcom. com> 


As w2ec@VNET.IBM.COM discourses 


I'm in the process of trying to bring an SX-28A back to life. In working thru 
the circuit, I find that the cathode bypass resistor for the P-P 6V6's has 
been changed from the factory manual spec of 220 ohms at 2 watts to a 350 ohm 
at 20 watts. I looked at the SX-28 I also have (next to be restored after the 
SX-28A is finished) and find that the resistor here has also been changed, 
still 220 ohms but 10 watts. I have an SX-28 and an SX-28A manual and 

both indicate 220 ohms at 2 watts. Is there anything that I should know about 
the audio amp circuit to suggest why both radios have been modified to take a 
much higher rated wattage resistor than what was originally called out? 


VV VV VV VV VV NV 


Tried to answer this a while back, but got disconnected, and forgot to 
recover and send anything. 


The SX-28 and S-27/36 (including "A" versions) used push-pull class A 
6V6's, rather than class AB. 220 ohms 2 watts is the correct value. 
With a pair of 6V6's, this will give about 15 volts bias IF the signal 
grids are both at ground (see below on the IF) and about 75 ma. 
cathode current. Dissipation is around a watt, appropriate for a 
2-watt 50% derated. Transconductance of a 2-tube pair is fairly 
balanced at the -15 volt bias point, and the resistor is not bypassed, 
to give some balancing feedback to the circuit. This circuit and the 
transformer used in it give very good frequency response, and the 
SX-28 with a good speaker is passing-good "high fidelity." The S-36, 
which has an FM limiter-discriminator, has a feedback circuit which 
can be switched in; otherwise, the circuits are virtually identical. 


If the coupling caps to the 6V6 control grids are leaking, pulling the 
grids up, you've got problems. 6V6 has fairly high transconductance, 
and the tubes themselves will handle 60 ma. cathode current at SX-28 
voltages quite happily---but the rest of the circuit won't. Simplest 
check is to pull the output tubes, turn the set on, and check the 
signal grid voltages with a VTVM (a Voltohmyst will do just fine 
here). It should be zero. Also check that the grid leaks haven't 
drifted up in resistance and replace if they are more than 10% high. 
Then check with the 6V6's in place, no signal. If you see more than 
half a volt positive, I'd replace the tube (gas current). 


Running the circuit higher bias (240 or 270 ohms) is OK if you want 
to. Output will be about the same, but distortion will be a little 
higher at high power. It's a basic design decision where to set the 


operating point for a push-pull set (class A, high class AB, where one 
tube is cut off only on very high signal peaks, or near-B class AB, 
where anything but small signals cuts off one tube). With push-pull 
6V6's bias higher than about 17 volts demands bypassing the cathode 
resistor, and will raise distortion because of the loss of feedback 
control. 


End of BOATANCHORS Digest 1694 
KKKKKKAKKKKKKKK KEKE K 


>From ???@??? Fri Sep 26 00:26:17 1997 

Message-Id: <199709252034.PAA25876@sco.theporch. com> 
Date: Thu, 25 Sep 1997 15:34:33 CDT 

Subject: BOATANCHORS digest 1695 


BOATANCHORS Digest 1695 
Topics covered in this issue include: 


1) Missing aluminium covers (part III) 
by "JOSE V.GAVILA (EB5AGV/EC5AAU)" <eb5agv@ctv.es> 
2) Bristol keys size for R-390A 
by Scott Robinson <spr@earthlink.net> 
3) Re: U-boat D/F 
by John Ward <wwiaero@ix.netcom.com> 
4) Re: Voltage-Doubler Power Supply 
by w7ni@teleport.com (Stan Griffiths) 
5) More Sullivans restore? 
by "Paul Bernhard" <W2TU@classic.msn.com> 
6) Bristol Wrenches 
by John Poulton <jp@cs.unc.edu> 
7) Plugging holes.. 
by "Herbert M. Rosenthal" <herbrose@lobo.net> 
8) Penwood Numechron Tymeter clock... 
by "Alexander N. Gerli" <angerli@connix.com> 
9) Re: Plugging holes.. 
by bdhall@ghg.net (Benjamin D. Hall) 
10) FS-Winston-Salem area 
by Tom Lemar <lema@ols.net> 
11) Re: BOATANCHORS digest 1693 


by avidov@juno.com (avi aben) 
12) avidov: Re: BOATANCHORS digest 1693 

by avidov@juno.com (avi aben) 
13) Epoxy-Putty 

by don merz <71333.144@compuserve.com> 
14) ADMINISTRIVIA: Posting Admin Requests 

by listown@jackatak.theporch.com (Mail List Owner) 
15) free manual to a good home 

by Richard Loken <richardlo@devax.admin.athabascau.ca> 
16) Help ID old mic. 

by David Ragsdale <doragsda@polymail.cpunix.calpoly.edu> 
17) Re: Epoxy-Putty 

by Michael Hanz <AAFRadio@erols.com> 
18) German WWII set 

by BEN NOCK <G4BXD@compuserve. com> 
19) Fw: tube radios for sale 

by "Warren, Mike" <mwarren@fs.com> 
20) HRO 60 coil set 

by Guido ROELS <on6rl@tornado.be> 
21) re regen help 

by leeboo@ct.net (Leon Wiltsey) 
22) BC1306 For Sale in BA #1685 

by "Herbert M. Rosenthal" <herbrose@lobo.net> 
23) T-21/ARC-5 FS 

by "Herbert M. Rosenthal" <herbrose@lobo.net> 
24) OS-8 History 

by laffitte@prtc.net (laffitte) 
25) Schematic needed for Layfatte HE-30 

by "William L. Fuqua III" <wlfuqu00@pop.uky.edu> 
26) Re: Schematic needed for Layfatte HE-30 

by Paul Bernhardt <bern@ppdu.nrl.navy.mil> 
27) SHACK CLEAN-OUT SALE 

by JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 


Date: Thu, 25 Sep 1997 07:45:51 +0200 

From: "JOSE V.GAVILA (EB5AGV/EC5AAU)" <eb5agv@ctv.es> 

To: boatanchors@sco.theporch.com 

Subject: Missing aluminium covers (part III) 

Message-ID: <3.0.1.32.19970925074551.006d2400@192.168.0.1> 


Hi gang, 
Well, the response to the message enclosed below was... NIL!!!. So, or the 


message didn't arrive to the list, or there is no interest in the project, 
or the impossed limits are too restrictive, or... 


Please, let me know what do you think, positive or negative, about this. 
Sorry for the bandwidth!. 

Best regards. 

JOSE 


>Date: Wed, 24 Sep 1997 13:17:04 +0200 

>Subject: Missing aluminium covers (part ITI) 

> 

>Hi gang, 

> 

>I'm very happy, as I have got a good feedback from some list members about 
this project, so I think it is worth to try it. I've just ordered two 2mm 
thickness, 50x40cm aluminium (or aluminum, for US people :-) ) sheets in 
order to begin working. There are some limits, though, that need to be told 
before you get too excited: 

> 

>-I CAN NOT do '3D' pieces. Only '2D', i.e. planes. Although I can work the 
Z axis (so I can do drills, cutting and engraving), I can't work, as a 
sample, a 'L' shaped piece, as I would need to loose lots of material and 
(what is worse) I have a limit of 1cm maximum depth to cut in Z axis. What 
could be done is, for 'L' shaped parts, do a plan piece and then bend it, 
but of course this would require some extra work (which I would let to you 


-) +). 


> 
>-I CAN do any piece, up to about 60x40cm, as the famous R-390A RF deck 
cover, the RME-152A bottom cover, ... I hope you get the picture of what is 


possible and what isn't. Somebody suggested doing replacement covers for 
the R-390A. I CAN NO do them (at least the top cover, as it is '3D'), for 
the reasons commented. Sorry!. I can appoximate such a cover with a planar 
version and then you could add some 'L' shaped pieces to finish it, but of 
course, it is not an elegant solution. And the ventilation holes I can do 
won't be the same as in the R-390A covers... 

> 

>-I have ‘easy' access to 2 and 4mm thickness aluminium sheets. I'll start 
with 2mm sheets, as they are readily available. I think this thickness is 
good for lots of pieces. 

> 

>So, please, look at these important limits and let me know which pieces 
you would like to have done. I'll maintain a database of them and will 
start with the most needed one, once I have sufficient feedback. I'll post 
the results and the ‘winner’ piece, along with the estimated cost. One good 
thing is that aluminium doesn't weight too much, so shipping won't be 
expensive. 

> 

>Well, I hope to hear from you!. Thanks a lot for your support. Let's keep 


those nice BAs in good shape ;-)! 


73 JOSE V. GAVILA (EB5AGV / EC5AAU) 
Ausias March 46, 15 
46910 Benetusser - VALENCIA 
SPAIN 


*kk* PLEASE, VISIT MY HOME PAGE! xxxxx 


http://www. geocities.com/SiliconValley/6992/ 
e-mail: eb5agv@ctv.es & eb5agv@amsat.org 


Date: Wed, 24 Sep 1997 23:41:06 +0100 

From: Scott Robinson <spr@earthlink.net> 

To: boatanchors@theporch.com 

Subject: Bristol keys size for R-390A 

Message-ID: <v03007800b04£4748891d@[153 .34.139.174]> 


Folks, 
I checked when I got home and 0.096 inch dia is the right size. 


Regards, 


Scott Robinson 
spr@earthlink.net 


Junque is GOOD for you! 


Date: Thu, 25 Sep 1997 00:15:01 -0400 

From: John Ward <wwlaero@ix.netcom.com> 

To: boatanchors@sco.theporch.com 

Subject: Re: U-boat D/F 

Message-ID: <v03007800b04£936ae36c@[199.183 .209.132]> 


>Lenox Carruth wrote: 


>> John, 


>> This was a "just in case" precaution. There is no record of any ship or 
>> submarine DFing another ship from local oscillator radiation. 


>Hi Gang, 

> 

>We had a thread about radiation from receivers a while back and I would 
>have to agree with Lenox. In my research, I ran across cases where old 
>merchant ships that were in convoy had to keep their regenerative 
>receivers turned off when radio silence was observed. It was believed 
>that some of the regen sets that lacked RF amplifiers MIGHT emit enough 
>RF to be detected at short distances. In view of the fact that hams use 
>QRP rigs effectively, one cannot dismiss that fact that on occassion it 
>might have been possible to DF a regenerative receiver at short distance 
>under ideal conditions. 

> 

> 

> 

>Regards, 

>Jerry Proc VE3FAB 

>jproc@bellglobal.com 

>HMCS HAIDA Naval Museum, Toronto Ont. 


The late "Yoe" Seiler, W2EB, told me a story about working 5 meters in the 
1930's. He was working some hams in Buffalo from E. Bloomfield, about 80 
miles away, using a beam ant. and superhet receiver, all homebrew. The guys 
in Buffalo were using superregen rx's, and he could hear the radiation from 
them, 80 miles away. It took some convincing, but Yoe finally proved to 
them that he could indeed tell when they switched on. That's real QRP! 


John Ward, KE2ST 


Date: Thu, 25 Sep 1997 01:26:43 -0700 (PDT) 

From: w7ni@teleport.com (Stan Griffiths) 

To: jlockj@minn.net 

Cc: boatanchors@theporch.com 

Subject: Re: Voltage-Doubler Power Supply 

Message-ID: <199709250826.BAA04833@mail1.teleport.com> 


>Appreciate if someone could tell me what DC voltage I 
>could expect to see out of a voltage-doubler power supply 


>with an open rectifier in one of the strings. 
>John WODC 


Hi John, 
If this is in an SB200 or SB220, the metering resistors are prime suspects. 


Stan w7ni@teleport.com 


Date: Thu, 25 Sep 97 12:52:55 UT 

From: "Paul Bernhard" <W2TU@classic.msn.com> 

To: boatanchors@theporch.com 

Subject: More Sullivans restore? 

Message-ID: <UPMAIL18.199709251252410005@classic.msn.com> 


Looking for info on a Radar test set TS-1253/UP. Looks as if it may be 
udeable as a simple scope. Anyone had experience with this? 

Also tubes. What are they? 
4B31 AND 5C22 - In Radar set modulator-power supply. Look like rectifiers but 
are quite large. 

Those connectors that were talked about a few days ago - They were 
microphone connectors way back when. Had some on my Brentwood Amp back in the 
"big band days!" Pain in the neck-always lost the center conductor in the 
middle of the vocals! 


Tnx and really like the list! 


Paul Bernhard Sr. w2tu@msn.com 


Date: Thu, 25 Sep 1997 08:55:32 -0400 (EDT) 

From: John Poulton <jp@cs.unc.edu> 

To: boatanchors@theporch.com 

Subject: Bristol Wrenches 

Message-ID: <199709251255. ITAA26624@mira.cs.unc.edu> 


I was pleasantly surprised to find the Xcelite Bristol Wrench 
set at Frye's, of all places, in beautiful downtown Burbank. 
Checked the Frye's in Santa Clara, and they didn't have it. 
So... if you're ever in the LA area, check out Frye's/Burbank; 
they have Bristol wrenches and lots of other neat stuff. The 
Bristol wrench set is Frye's part # 166141, and sells for $7.99. 
They might take a phone order... 


73 John Poulton KF40ZY 


Date: Thu, 25 Sep 1997 07:03:29 -0600 

From: "Herbert M. Rosenthal" <herbrose@lobo.net> 
To: BoatAnchors <boatanchors@theporch.com> 
Subject: Plugging holes.. 

Message-ID: <342A611B.1E57@lobo.net> 


What is the best way to plug holes..up to 1/2" diameter..that some 
previous owner kluged into a 1/16" panel? He (or she) didn't even deburr 
the things 20 years ago. 


I was thinking of placing a piece of tape or supergluimg a square of 
metal or screening (with tiny holes) behind the hole, then filling it 
with epoxy or Bondo, etc. Think it would hold it in place in sucha 
shallow hole? 


Surely this problem has arisen many times, and may have been addressed 
previously, but I'm only on BA a month or so.. 
Thanks, 


Herb Rosenthal W5AN 
herbrose@lobo.net if you'd rater help me directly 


Date: Thu, 25 Sep 1997 09:10:47 -0400 

From: "Alexander N. Gerli" <angerli@connix.com> 
To: Boatanchors@sco.theporch.com 

Subject: Penwood Numechron Tymeter clock... 
Message-ID: <342A62D6.43FD19C9@connix.com> 


Hi, 


Someone e-mailed me about a clock in a wooden case. Would you pse repeat 
the post?? I'd like to get it. THANKS! 


737 


KEKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKEKKKKKK KKK KKK KKKKKKKKKKKKKEKKSE 
Sandy Gerli, AC1Y 

500 Country Club Road 

Avon, CT 06001-2406 

(860) 675-5566 


E-MAIL: angerli@connix.com 


REAL radios glow in the dark with firebottles, 
and put a glow in the heart of the Boatanchor man! 
KI KKIK KKK KK III KIKI III IKK IIIA KIKI KIKI KKK III KIKI AIA 


Date: Thu, 25 Sep 1997 08:15:46 -0500 

From: bdhall@ghg.net (Benjamin D. Hall) 

To: herbrose@lobo.net, Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Plugging holes.. 

Message-ID: <3.0.32.19970925081541 .006ee118@mailman. ghgcorp.com> 


>What is the best way to plug holes..up to 1/2" diameter..that some 
>previous owner kluged into a 1/16" panel? He (or she) didn't even deburr 
>the things 20 years ago. 

> 

>I was thinking of placing a piece of tape or supergluimg a square of 
>metal or screening (with tiny holes) behind the hole, then filling it 
>with epoxy or Bondo, etc. Think it would hold it in place in such a 
>shallow hole? 


I recently filled a couple of 1/2" holes in an aluminum rack panel for my 
BA power supply using the following method: 


First, I deburred and countersunk the holes, with the countersink on the 
"good" (front) side. Those UniBit step drill bits countersink holes very 
nicely in aluminum. I haven't tried it on steel, but I'd hope it would 
work as well. I then took a stiff peice of aluminum sheet, and xlightlyx 
greased it with Crisco shortening, for two reasons. First, so the epoxy 
wouldn't stick to it, and second, so it would form a nice seal against the 
panel. Then I clamped it to the good side of the panel, and applied slow 
cure epoxy from the rear. I don't really care for the 5 minute stuff, I'm 
too slow and it doesn't allow the air bubbles to escape. Make sure you get 
the epoxy to fill all nitches in the hole, and make sure it gets into the 
countersunk area. This counter sunk area helps keep the epoxy plug in from 
the front. I just slobbered in on in the rear - it won't be seen. 


Let dry for a long time. Like a few days. 


Remove the aluminum panel (I had to use light prying, seems the light 
Crisco greasing didn't totaly prevent an epoxy to panel bond), and wha la! 
With a little fine wet dry on a sanding block, you can level out an slight 
imperfections in the epoxy such that after a coat of paint, you cannot tell 
the difference. On my panel, which is still wearing primer, you cannot 


tell from the front where the epoxy filled holes are. I looks *sharpx now... 
Anyone with suggestions/improvments? I'm late for work so I gotta run... 


73, 

Ben 

Benjamin D. Hall, KD5BYB, Engine and radio collector / operator 
extraordinaire. Located in Houston, Texas, USA. 

e-mail: BDHall@ghg.net web:http://www.ghgcorp.com/bdhall 


Date: Thu, 25 Sep 1997 10:38:29 -0500 
From: Tom Lemar <lema@ols.net> 

To: boatanchors@theporch.com 

Subject: FS-Winston-Salem area 
Message-ID: <342A8575.1D73@o0ls.net> 


I have the following items for sale. I live in the Winston-Salem, NC 
area so if you are close and want to come by and see them or try them 
out, please do so. I would rather not ship the large items. All other 
items are plus shipping. 

Collins 75A2-A very nice $325.00 

National NC183 very nice with matching speaker $250.00 


Viking Ranger 1 works great, cabinet needs painting otherwise 
unit very nice. $200.00 


The following items I will ship. 


Viking Adventurer $65.00 
Heath DX60B and HG10 near mint. Price includes both. $100.00 
Heath HD-10 keyer with manual $25.00 


Hallicrafters S-19 Skybuddy nice unit, circa 1938 $85.00 
Hallicrafters S-53 1948 circa with copy of manual $55.00 


Clegg 22'er with mic. and manual near mint $85.00 
Heath SB-650 digital display very nice $110.00 
Heath SB-610 Monitor very nice $75.00 


More items, but I have taken up tooo much room from this. 


Thanks 


Tom lema@ols.net 


Date: Thu, 25 Sep 1997 11:32:44 EDT 

From: avidov@juno.com (avi aben) 

To: boatanchors@theporch.com 

Subject: Re: BOATANCHORS digest 1693 

Message-ID: <19970925.112128.9150.2.avidov@juno.com> 


Please include me your post of UK Valve sources. Tnx & 73 


Date: Thu, 25 Sep 1997 11:26:56 -0400 

From: avidov@juno.com (avi aben) 

To: boatanchors@theporch.com 

Subject: avidov: Re: BOATANCHORS digest 1693 
Message-ID: <19970925.112715.9150.4.avidov@juno.com> 


Please ignore the attached post which was sent to you in error.Sorry 


7S sees Begin forwarded message ---------- 

From: avidov 

To: boatanchors@theporch.com 

Subject: Re: BOATANCHORS digest 1693 

Date: Thu, 25 Sep 1997 11:22:10 -0400 

Message-ID: <19970925.112128.9150.2.avidov@juno.com> 
References: <199709241607.LAA23453@sco.theporch. com> 


Please include me your post of UK Valve sources. Tnx & 73 
Se ae eae End forwarded message ---------- 


Date: Thu, 25 Sep 1997 11:24:12 -0400 

From: don merz <71333.144@compuserve.com> 

To: boatanchors@theporch.com 

Subject: Epoxy-Putty 

Message-ID: <199709251127_MC2-21C6-9B73@compuserve. com> 


The counter-sink/epoxy method works for thick panels. But think ones are 
more of a problem. I noticed that my hardware store has this stuff called 
Epoxy-Putty that rolls out flat from a tube like a fruit rollup. This looks 


like it has real possibilities. Has anyone tried epoxy-putty on thin panels? 


73, Don 


Date: Thu, 25 Sep 97 11:15:00 CDT 

From: listown@jackatak.theporch.com (Mail List Owner) 

To: boatanchors@sco.theporch.com 

Subject: ADMINISTRIVIA: Posting Admin Requests 
Message-ID: <199709251615.LAA12470@jackatak.theporch. com> 


Gang- 


Please accept this periodic posting as it is intended: 
A suggestion that will help everyone on the list... 


If there is a problem with your email, i.e., the list suddenly stops coming 
to you, PLEASE address any questions and seek help from: 


listown@jackatak.theporch.com 


There is really no one on the list who can help you with a problem, 
and if I don't happen to see your post, nothing will happen, except 
you may irritate the other list members... needlessly. 


Treat the list as a symposium. 

In such an environment, with many folks attending who have paid to be 
here, it is unlikely you would take up the symposium's resources to 
solve an individual problem with your seating... 


So, if you encounter a problem, PLEASE remember to send your questions 
to me, the one person who can help, at: 


listown@jackatak.theporch.com 


Thanks for your attention 


73 
Jack, W4KH/Mobile - - - BoatAnchor Mailing List Owner - - - 
listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose" 


Date: Wed, 24 Sep 1997 21:42:01 -0600 (MDT) 
From: Richard Loken <richardlo@devax.admin.athabascau.ca> 
To: boatanchors <boatanchors@sco.theporch.com> 


Subject: free manual to a good home 
Message-ID: 
<Pine.PMDF.3.95.970924212357 .541310469A-100000@devax.admin.athabascau.ca> 


Now that I have your attention, I have a manual that almost nobody wants: 
And its an original unwanted manual, not a copy: 


T 11-6625-494-15 

Operator & Maintenance Manual 
Preamplifier AM-1841B/USM 

July 1963 first edition (preliminary) 


And in English, this is a manual for a Lavoie knockoff Vertical Amplifier 
module for a Lavoie knockoff Tektronix oscilloscope. 


Its not very big and I will mail it gratis if somebody thinks they can use 
it. First dibs goes to the unlucky soul who is trying to keep such a scope 
running... 


And you were hoping it was an original depot manual for an HRO Senior!  :) 
Richard Loken VE6BSV, Systems Programmer - VMS 


Athabasca University, Athabasca, Alberta Canada 
richardlo@admin.athabascau.ca 


Date: Thu, 25 Sep 1997 09:38:38 -0700 (PDT) 

From: David Ragsdale <doragsda@polymail.cpunix.calpoly.edu> 
To: boatanchors@theporch.com 

Subject: Help ID old mic. 

Message-ID: <199709251638.JAA27952@rubens.artisan.calpoly.edu> 


got an old mic. that looks like the baby brother of a D-104, can anyone help 
ID it: 


shaped like a D-104, but smaller, about 2.5 inches in diameter 


has the woven chrome wire screen like D-104, but it is on both sides of the 
head, not just one 


there's a slight ridge running around the outer circumference 


a riveted name plate on a short stem under the head, has a place for a model 
no., but it's blank and there's no manufacturer on it. 


Anyone know who might have made this and the time period? Thanks in advance. 


David Ragsdale, R.E.H.S., Environmental Health and Safety Manager 
Risk Management, California Polytechnic State University, San Luis Obispo 
dragsdal@calpoly.edu xkkkkkk doragsda@oboe.calpoly.edu 


Date: Thu, 25 Sep 1997 13:02:24 -0700 
From: Michael Hanz <AAFRadio@erols.com> 
To: boatanchors@sco.theporch.com 
Subject: Re: Epoxy-Putty 

Message-ID: <342AC350.7FD5@erols.com> 


don merz wrote: 

> The counter-sink/epoxy method works for thick panels. But thin ones are 

> more of a problem. I noticed that my hardware store has this stuff called 

> Epoxy-Putty that rolls out flat from a tube like a fruit rollup. This looks 
> like it has real possibilities. Has anyone tried epoxy-putty on thin panels? 


Don's aboslutely right. I've never had much luck with large section epoxy fillers 
on the aircraft stuff I restore, which is almost universally .062" or thinner 
aluminum. It is somewhat disconcerting to put your thumb through an aluminum tape 
backed epoxy patch, which I've done more than once. The only lasting repairs that 
have succeeded in the rough and tumble of everyday use have been solid aluminum 
filler 

disks I've made on the lathe. They have a shape like a top hat, with a thin 


flange 
on the back to provide adhesion strength. For 1/16" aluminum, the total thickness 
only needs to be about 3/32". This has an added advantage of providing an almost 


seamless fill when you paint the patch with black wrinkle. The wrinkle paint 
seems 

to have a slightly different texture over epoxy than over aluminum, making the 
patch 

visible in certain lights if you use the large epoxy patch approach. FWIW... 


-- 73 
Mike Hanz KC4TOS 
Herndon, VA 


AAFRadio@erols.com 


Date: Thu, 25 Sep 1997 13:02:17 -0400 

From: BEN NOCK <G4BXD@compusetrve.com> 

To: Multiple recipients of 1 <boatanchors@sco.theporch.com> 
Subject: German WWII set 

Message-ID: <199709251302_MC2-21CB-CB70@compuserve. com> 


I am looking for the circuit of the following pre-WwWII 
German Navy (I believe) set: 


HAGENUK KEIL 
Type HA5 39 


and the associated 12/110/220v psu unit. 


If anyone has info on this set, I would be most obliged 
for the chance of a copy. 


best 73. Ben G4BXD (MWITMM) 


Date: Thu, 25 Sep 1997 12:17:17 -0500 

From: "Warren, Mike" <mwarren@fs.com> 

To: boatanchors@sco.theporch.com 

Cc: m_warren@compuserve.com 

Subject: Fw: tube radios for sale 

Message-ID: <5B8B8C1D4034D111A6830060977D90761A2C82@email.f£s.com> 


Hi Gang, 
(found this on rec.radio.swap today -- please contact him, not me.) 


ronald reeves <kbOuhx@worldnet.att.net> wrote: 


> Hallicrafters s 36a excellent, SERIAL #1, $ 425.00 

> ‘i Ss 38c good, 4 band, am & cw, 40.00 
> ‘ s 40a vg, 3 available, 

> 65.00 each 

> " s 95 vg, Civil Patrol, 

> 50.00 

> " s 119 SKY BUDDY, 2, 1vg, 1 parts, 125.00 
both 

> s 20 R SKY CHAMPION, 2, 1g00d,1 parts, 65.00 
both 

> National ne 57 good, 40.00 

> Eldico SSB 100F transmitter, excellent, 300.00 

> " SSB 1000 amplifier, 5 watts in, 1000 watts out, 

> excellent, 

> 450.00 OR 650.00 
BOTH 


> Elmac PMR-6A reciever, 6 volts, vg-exc, 50.00 


> Collins experimental transmitter, excellent, uses a 4-1000A, no 
manual, 


> schematics only, 500.00 

> Johnson Viking 6 N 2, excellent, 125.00 

> Gonset Communicator III 6 meter,excellent, 75.00 

> Heathkit DX 60 transmitter,excellent 75.00 

> . SB 300 reciever, excellent 75.00 

> i SB 620 scope, excellent, matches SB 300 100.00 
> " HG 10 VFO, excellent, matches DX 60, 50.00 

> Yaesu YO 100 scope, excellent, 150.00 

> FEDERAL TELEPHONE & RADIO CORP. AN/URT 3, TRANSMITTER, US Navy, 

> a real boat anchor !!! weighs aprox 770 lbs., complete,excellent 
cond., 

> including 

> a trunk full of test equipment, a 3 phase power supply (weighing 
an 

> extra 440 lbs.) 

> presently set up for 110 volt operation, spare RFO unit, remote 
> station, AM & 

> CW, complete set of manuals and schematics, PICK UP ONLY !! $ 
1500.00 

> 

> Hammarlund SP 600 VLF excellent, rack mount, 375.00 

> : SP 600 JX vg-exc, rack mount, 235.00 
> SP 600 JX 17, good cond, rack mount, 200.00 
> HQ 129X 3 available, vg, 100.00 each 
> i. HQ 100 Vg-exc, 100.00 

> : HQ 110 exc, orig box, 125.00 

> ™ HQ 110 vg, clock replaced by speaker, 
100.00 

> " HQ 170 exc, 165.00 

> “ HQ 170 A exc, 175.00 

> 7 HX 50 transmitter, exc, orig box, 

175.00 

> " HX 50 ° . 

> 165.00 

> EMAIL KBOMMX@KKTV .COM OR KBOMMX@JUNO.COM 

> THATS KB"ZERO"MMX 


VV VV VV VV WV 


Date: Thu, 25 Sep 1997 15:51:45 +0000 

From: Guido ROELS <on6rl@tornado.be> 

To: boatanchors@sco.theporch.com 

Subject: HRO 60 coil set 

Message-ID: <3.0.1.16.19970925155145 .2cdf04b2@mailhost.tornado.be> 


Hello everone, to complete my HRO 60 receiver I am still searching the -D- 
coil set for the 80m band. 

Any info where and how this piece is still availlable will be very welcome. 
Best regards de Guido, ON6RL. 


Guido Roels, ON6RL, e-mail: on6rl@tornado.be 


Date: Thu, 25 Sep 1997 14:45:26 -0400 (EDT) 
From: leeboo@ct.net (Leon Wiltsey) 

To: BOATANCHORS@SCO.THEPORCH. COM 

Subject: re regen help 

Message-ID: <199709251845.0AA11859@blue.ct.net> 


>To:ba 

>From: leeboo@ct.net (Leon Wiltsey) 

>Subject: re regen help 

>Cc: 

>Bcc: 

>X-Attachments: 

> 

>HI gang 

>Seems like everybody is getting the regen bug. 

>I have just completed a 3 tube regen for 80 and 40 it will 
>also tune wwv on 10 which comes in fb here in central fl. 

> from Fort Collins Col. it uses a,6aq5 det both sides of 

>a 6sn7 as audio amps and a 6aq5 for the audio out. 

>Running abt 100v on det as a pentode, and it goes into osc 
>very smooth with abt 15 on the screen. No ripple at all on the 
>b+ which is abt 250v. Has good sens but for the life of me I can 
>not get ride of the 120 cy hum. I know it is coming from, the det 
>as if I remove the coupling cap from the plate it goes away. 
>It has good sens and is quieter Than my hw 16 as far as qrm 
>and qrn is concerned. Am working now on a old cir from the 
>1959 hndbook called a selectojet. It is a selective audio amp 
>using a pair of 12ax7 tubes as a highly peaked audio amp, 

>it will also function as a test osc if you turn the gain up to 


>high. I am hoping this will reduce the hum. Another problem is 
>I am using hi £1 phones and they out out hum very efficiently 
>Even went so far as to rewire the cir and put the det tube on the 
>other side of the chassis to seperate it from the power trans, 

> but that did not help. Any help would be appreciated. 

> 

>leeboo@ct.net 

> 

THANK THE LORD FOR ALL YOU HAVE 


68 yx old semidisabled senior 
(stroke got my balance & hand to eye coordination) 


LEON B WILTSEY (Lee) tel 941 471 3739 KF4 RCL TECK+ 
4600 Lake Haven BLVD. 
Sebring, Fl. 33872 (SEBRING) 


Date: Thu, 25 Sep 1997 11:50:30 -0600 

From: "Herbert M. Rosenthal" <herbrose@lobo.net> 
To: BoatAnchors <boatanchors@theporch.com> 
Subject: BC1306 For Sale in BA #1685 

Message-ID: <342AA462.111@lobo.net> 


The unit has been sold; thanks, gang 
Herb Rosenthal W5AN 


Date: Thu, 25 Sep 1997 12:03:50 -0600 

From: "Herbert M. Rosenthal" <herbrose@lobo.net> 
To: BoatAnchors <boatanchors@theporch.com> 
Subject: T-21/ARC-5 FS 

Message-ID: <342AA77F.717B@lobo.net> 


This 10+ unit has found a new home. Thanks. 
Herb Rosenthal W5AN 


Date: Thu, 25 Sep 1997 15:56:00 -0300 
From: laffitte@prtc.net (laffitte) 
To: boatanchors@theporch.com 

Subject: OS-8 History 

Message-ID: <342AB3C0.4048@prtc.net> 


Hi Gang: 


I am now the proud owner of two OS8's oscilloscopes and would like to 
know something about their history and service in our armed forces and 
navy. Opinions about their performance will be appreciated. So here I am 
tapping again at the massive database available in our list. 


TNX and 73s 
Guido E. Santacana KP4FAR 
BA collector in the tropics 


Date: Thu, 25 Sep 1997 16:01:24 -0400 (EDT) 

From: "William L. Fuqua III" <wlfuqu00@pop.uky.edu> 
To: boatanchors@theporch.com 

Subject: Schematic needed for Layfatte HE-30 
Message-ID: <199709252001.QAA14154@pop.uky.edu> 


Pick up a HE-30 for $1 at an auction. Looks 
bad on the outside but it actually works. Not 
quite up to spec but looks restorable. 

I need a schematic to get started. Don't 
want to invest into a manual until I get 
it going if possible. 


73 
Bill wa4lav 


William L. Fuqua III P.E. E-mail WLFUQUQQ@POP.UKY.EDU Phone (606) 257-4155 
Department of Physics and Astronomy CP-177 Chem. Phys. Bldg. 
University of Kentucky , Lexington, Ky 40506-0055 


Date: Thu, 25 Sep 1997 16:09:20 -0400 (EDT) 

From: Paul Bernhardt <bern@ppdu.nrl.navy.mil> 

To: "William L. Fuqua III" <wlfuqu00@pop.uky.edu> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Schematic needed for Layfatte HE-30 

Message-ID: <Pine.A32.3.91.970925160539 .50049C -100000@ppdu.nrl.navy.mil> 


William, 
The August/September issue of Radio Bygones (No. 48) has an article 


entitled "A Lafayette HE-30 revived". It has a full description of 
reviving your HE-30. A xerox copy is in the mail to you. 

I have an HE-30 and I discovered that pure ammonia bleaches the 
normally dark grey to a light grey. So be careful what you clean it 
with. Otherwise, my light grey HE-30 works well. 

Sincerely, Paul Bernhardt 


Work:P.A. Bernhardt Home: Paul Bernhardt, KF4FOR 
Code 6794 5704 Ridge View Dr. 
Naval Research Laboratory Alexandria, VA 22310 
Washington, DC 20375 

Tel: 202-767-0196 703-960-9656 


FAX: 202-767-0631 


On Thu, 25 Sep 1997, William L. Fuqua III wrote: 


> Pick up a HE-30 for $1 at an auction. Looks 

> bad on the outside but it actually works. Not 

> quite up to spec but looks restorable. 

> I need a schematic to get started. Don't 

> want to invest into a manual until I get 

> it going if possible. 

> 

> 73 

> Bill wa4lav 

> 

> William L. Fuqua III P.E. E-mail WLFUQUOQQ@POP.UKY.EDU Phone (606) 257-4155 
> Department of Physics and Astronomy CP-177 Chem. Phys. Bldg. 
> University of Kentucky , Lexington, Ky 40506-0055 
> 

> 

> 

> 


Date: Thu, 25 Sep 1997 16:15:51 -0400 (EDT) 

From: JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
To: boatanchors@theporch.com 

Subject: SHACK CLEAN-OUT SALE 

Message-ID: <9709251615.aa13199@pcusa01.ecunet.org> 


To: boatanchors@theporch.com 


It's Fall cleanup time. That means I gotta clean this stuff up before 
I fall over it in the shack! 


Note: All prices plus shipping. Operating/service manuals are copies 


unless noted. 


1. Heath AM-1 Antenna Impedance Meter. Measures 10-600 ohms impedance 
using external RF source, e.g. a grid-dip meter. Works FB. Dusty but 
will clean up to excellent condition i think. With manual. $20. 


2. Heath DX-35, 80-10m CW & AM (screen-grid modulation) transmitter. 
Appearance fair-good, inside excellent, complete except one knob missing, 
no evident problems. Workmanship (wiring) is satisfactory. Tubes light & 
normal B+ voltage is present but not operationally checked. With 

partial (no assembly portion) manual. $45. 


3. Eico 625 emission-type Tube Tester. 12 x 10 x 5". Tests 
“modern' miniatures all the way back to 4-prong types. Works FB. 
Excellent condition. With original factory manual. $28. 


4. Hallicrafters R-47 compact communications Speaker, 3.2 ohms 
impedance, 5.5 x 5.5 x 3.5", almost excellent condition. See 1963 ARRL 
Handbook, p. 10 of advert. section for a picture. $25. 


5. Hallicrafters CB-12 11m citizens band transceiver (solid state). 

12 channel selector switch (don't know how many channels are 
installed). Dirty but should clean up to at least fair-good 
appearance. Includes mic. & built-in speaker Not checked. No manual. 
$10. 


6. Central Electronics Model A sideband slicer. For 455 kHz IF. 
Works FB. Dusty but good-excellent condition. With original factory 
manual. $25. 


7. Galaxy transceiver AC power supply with built-in 5" x 7" speaker in 
11.5"D x 6"H x 10"W black wrinkle painted steel case labeled "Galaxy 
Speaker Console" on brushed aluminum front panel. No model number 
visible on case or power supply, only serial numbers, so I'm guessing 
here. Plug for transceiver is same type (female, almost square, 9 
blade-shaped contacts) as with Drake AC-4 power supply. Case has some 
scratches & small bend (fixable) on bottom, overall fair-good 
condition. Feet missing. Not checked (I don't have a Galaxy 
transceiver). Includes Galaxy AC-400 manual. $30. 


8. Precise model 630 RF/AF generator, 0.3-100 MHz RF, 20-20k Hz AF. 
11 x 8 x 6". Internal or external AM modulation. Xtal socket for 
using/testing xtals as RF frequency control. Appearance fairly good 
but needs work inside, some knobs missing. RF ok but AF not working. 
With original factory manual. $7. 


9. BC-457-A, 4-5.3 MHz command transmitter. Incomplete, stripped 
down to: chassis, roller inductor & mechanism, two variable caps 


underneath chassis & associated vernier drive & frequency dial, rear 
power socket & top cover. Makes into a nice L-match for end-fed 
antennas. $10. 


10. Tubes--loctal type. 48 NOS in boxes, 11 used loose, total of 59 
tubes. 

NOS, not checked: 3@ 737, 2@ 7W7, 1@ 7X7/XXFM, 2@ 724, 2@ 7N7, 8@ 
7Y4, 1@7F8, 1@ 7A6, 7@ 7A7, 8@ 7C5, 1@ 7A8, 1@ 7B8, 2@ 7F7, 4@ 7B6, 4@ 
7V7/1231, 1@ 7A4/XXL, 1@ 7C6. Major mfr. brands. 

Used, check good on B-K 700 transconductance-type tube tester: 1@ 
7A6, 1@ 7B5, 1@ 7F7, 6@ 7AG7/7AH7, 1@ ??. 

The lot (please, I don't want to sell individual tubes!) for $50. 
This is less than 1/3 of AES's 1997 price$ on NOS tubes and less than 
1/6 on used tubes. 


11. "Telephone Theory and Practice", Miller, McGraw-Hill, 1930-1933, 
in three volumes: "Theory and Elements", "Manual Switch and Substation 
Equipment" and "Automatic Switching and Auxiliary Equipment". 1418 
pgs. total, excellent condition. $25 for the set. 


12. "Fundamentals of Telephony", Albert, McGraw-Hill, 1943, 374 pgs., 
good-excellent condition. $10. 


13. "VCR Troubleshooting & Repair Guide", Brenner & Capelo, Sams, 
1987; "VCR Troubleshooting & Repair", 2nd Edition, Brenner & Capelo, 
Sams, 1991. Excellent condition, both for $5. 


14, “Fundamental Principles of Vibrator Power Supply Design", R.P. 
Mallory Company, 1947, 135 pgs., good condition but some notes inside. 
This is the ‘“bible' of vibrator power supply design; I've never seen 
most of this material before. $12. 


15. New Old Stock solid-state Vibrators, ‘Quietron P' and ‘Quietron N' 
mfd. by RaeCo, for vibrator pin 1 Positive and and vibrator pin 1 
Negative use, respectively. $12 each. 


16. New Old Stock Vibrator core, Mallory 292. Designed to be 
installed in a vibrator can, is wrapped in foam rubber. $10. 


17. Car radio, FoMoCo, number stamped on chassis "2CM 121899 EM 752". 
Uses 14 amp fuse. Measures 9W x 10D x 5"H & is heavy. Slide rule dial 
& 6 pushbuttons one of which is the power switch. No knobs. 6BA6, 
6BE6, 6BA6, 6AV6, 6AV6, 6V6, 6V6, 6X5 & panel light but no vibrator 
included. Push-pull audio output. Tone control, front & rear speaker 
outputs & 4-step front/rear fader. I was told this is from a Lincoln, 
late 1940's to early 1050's; p-p audio & dual speaker outputs lead me 
to believe this is possible. Played FB before vibrator died. Quite 
dusty, only small bits of rust (we live in the desert!). $25. 


18. Realistic TR-801 8-track (remember those?) stereo record/playback 
deck. 2 VU meters (work on both record and playback), L & R record 
input level controls, mic and line recording inputs, tape counter, line 
outputs. Playback functions: repeat, continuous, auto stop, auto stop 
each (record/play); pause and fast forward functions. Sim. wood grain 
cabinet, 16"W x 10"D x 5"H. Looks good & works ok except line output 
is low. No manual. $15. 

(Yeah, yeah, I know this isn't radio or tube stuff, but, boy, ain't 8- 
track retro! Includes a genuine John Denver tape. Recapture some of 
your possibly misspent youth. This unit *records* too, make your very 
own 8-track tapes, impress your friends at the beach! Cool.) 


19. New Old Stock collection of pots (front & rear type for dual 
controls, with matching brass shafts) *xand*x matching AC line switches 
to go on pots, by Centralab, Mallory & Clarostat. Over 50 pieces in 
two Centralab stocking cases with shelves & drawers. Appears to be 
mostly for tube-type TV service. $12. 


20. Motorola table radio, model 55x11-A. Ivory case & matching knobs, 
Slide rule dial. Bakelite case was black but fashion must have changed 
that year so these cases were painted ivory at the factory! Measures 
11 x 6 x 6". Covers AM broadcast. 12SA7, 12SK7, 12SQ7, 50L6, 3525, 
#47 line-up. Built-in loop antenna xand* has external antenna 
connection with its own trimmer capacitor. Plays FB, appearance good 
but some small chips in paint & needs minor cleaning. $25. 


21. Sencore model CR161 emission-type CRT tester, 11 x 11 x 5", 
portable case. Control labels: Auto tracking, gun balance (red/BW, 
green, blue), gun selector, filament voltage adjustment (coarse & 
fine), function, life test, bias, rejuvenate. Excellent condition. 
With 2 "Setup" manuals for years 1980 & 1981-82. Full manual still 
available from the factory. $20. 


22. Books for BA TV servicing-- 


A. Sams Television Tube Location Guide & Photofact Index: TGL-1 
to TGL-7, 7 vols. cover 1950 to 1957. Fair-good condition. $20. 


B. "Philco Television Yearbook Service information", 1950 to 
1955, in 6 vols. Also includes "1957 Philco Television Alignment 
Procedures" & "1956 - Servicing VHF Tuners". Faizr-good condition. 
$20. 


End o£ BOATANCHORS Digest 1695 
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